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KEY FEATURES
• Gray PVC

•  Rugged, Compact and  
Lightweight Design

• Full Port Design

• Socket or Threaded Ends

QV Series QIC2™  
Compact Ball Valves
1/2" TO 2" PVC

QTA Series  
True Union Compact Ball Valves
1/2" TO 2" PVC

KEY FEATURES
• Gray and White PVC

• Compact and Lightweight Design

• Low Torque Easy 1/4-Turn Operation

• Santoprene® (TPV) Seats

• EPDM O-Ring Seals

• No Internal Parts to Replace

QVC Series  
Compact Ball Valves
1/2" TO 4" PVC

• PTFE Seats

• EPDM O-Ring Seals

• Low Torque, Easy 1/4-Turn Operation

• No Integral Parts to Replace

• Perfect for OEM Requirements

KEY FEATURES
• Gray and White PVC

• True Union End Connections

• Rated at a Full 150 PSI

• Santoprene® (TPV) Seats

• EPDM O-Ring Seals

• No Internal Parts to Replace

• Low Torque Easy 1/4-Turn Operation

• Perfect for OEM Applications

• Socket and Threaded End Connections

*Note: 4” Sizes have Lever Handle not T-handle
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QV SERIES QIC2™ COMPACT BALL VALVES

QV Series, QTA Series & QVC Series
TECHNICAL INFORMATION
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QTA SERIES TRUE UNION COMPACT BALL VALVES
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QVC SERIES COMPACT BALL VALVES
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OPERATING TEMPERATURE/PRESSURE

OPERATING TEMPERATURE/PRESSURE

60 80 100 120 140 160 180 200 220 240 260

W
O

R
K

IN
G

 P
R

E
S

S
U

R
E

 (
P

S
I)

TEMPERATURE ºF

160

140

120

100

80

60

40

20

0

OPERATING TEMPERATURE/PRESSURE

H

d1

L1L1

L

DD1 d


