OHAYWARD .. conreo.

NEW PRODUCT PREVIEW

YSH Series Y-Strainer

Integral End Gonnections
AVAILABLE IN 12" - 2"
PVC, CLEAR PVC AND CPVC

KEY FEATURES

One-piece Injection Molded Body

Available in PVC, Clear PVC and CPVC Materials

Integral Threaded or Socket Ends

150 PSI/10 bar, non-shock at 70°F / 21°C full pressure rating
Increased Barrel Size & Capacity and Optimized Barrel Angle
Increased Flow Capacity CV, on All Sizes

External Buttress Barrel Threads

Barrel Nut with Designated Color Coding for PVC (Orange)
and CPVC (Black)

1/32" (800 micron) Perforation as standard screen
Increased Open Area on Screen Elements

Snap Fit Screen Element Design

EPDM or FPM O-Rings

OPTIONS

« Blow out drain port — drill and tap

« Stainless steel and alloy perf and mesh screens

« Drilled & tapped boss access points for pressure gauges
in sizes 1" and larger

« Other 0-Ring materials available upon request

MATERIALS

o PVC per ASTM D1784 Cell Class 12454

« Clear PVC per ASTM D1784 Cell Class 12454
« CPVC per ASTM D1784 Cell Class 23447
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TECHNICAL INFORMATION

EXPLODED VIEW SELECTION CHART
END PRESSURE
SIZE MATERIAL ‘ CONNECTION ‘ SEALS RATING
PVC, 150 PSI @ 70°F
112 =2 CearPiC | r?ﬁfé‘:é o FEPF,'\E'),\‘/’lr 10 Bar @ 21°C
and CPVC Non-Shock
PARTS LIST
1. Body
2. Screen

3. Retainer 0-Ring
4, Screen Retainer
5. Barrel Nut

Flow Control: Valves | Actuation & Controls | Strainers | Filters | Instrumentation | Pumps | Bulkhead Fittings & Tank Accessories



TECHNICAL INFORMATION, CONTINUED

2D DRAWING
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CLEARANCE
FOR REMOVAL
DIMENSIONS - INCHES / MILLIMETERS
SIZE A B C D F H J
inches /DN in/mm in/mm in/mm in/mm in/mm in/mm in/mm
1/2/15 5.04/128 1.53/39 2.89/73 2.00/51 0.53/13 3.30/84 3.27/83
3/4/20 5.76 /146 1.76 /45 3.20/81 214/54 0.72/18 3.84/98 4.04/103
1/25 6.72/171 213/54 4.07/103 2.72/69 0.94/24 465/118 4.86/123
1-1/4/32 8.25/210 2.70/69 5.37/136 3.47/88 1.25/32 6.05/154 6.31/160
1-1/2/40 8.25/210 2.70/69 5.37/136 3.47/88 1.48/38 6.05/154 6.31/160
2/50 9.90/ 251 364/92 6.17/157 4.04/103 1.93/49 715/182 7.31/186
WEIGHT - LBS/ KG  CV VALUES PRESSURE / TEMPERATURE CHART
TEMPERATURE (°C)
S|ZE WE‘GHT PRODUCT ......................... C VVALUES .......................... 16015 d i i b i ™ 8 % 105 18 12 1100
SIZE ion Si
............................................................................... Soreen Perforation Sze L TN 1000
inches /DN Ibs /kg inches /DN 1/32" 116" 1/8" 3/16" 900
........................................................................................................................... 120
1/2/15 0.49/0.22 1/2/15 5.1 5.1 5.1 5.2 = 80
a 100 700
3/4/20 0.69/0.31 34120 7.3 75 79 8.3 w S 600
80
1/25 122/055 1/25 115 128 14 143 % \vac 500
60
11/4/32 305/138 114132 | 234 238 272 73 & ‘| \[CPVC -
40
1-1/2/40 290/1.32 1-1/2/40 30.1 30.3 335 338 \ 200
20
2/50 4.68/2.12 2/50 441 507 56.7 589 \ 10
060 80 100 120 140 160 180 200 220 240 260 °
TEMPERATURE (°F)
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Contact Hayward Flow Control with questions:
USA: 1.888.429.4635 @ Fax: 1.888.778.8410 e One Hayward Industrial Drive ® Clemmons, NC 27012 e Email: hfcsales@hayward.com
Canada: 1.888.238.7665 e Fax: 1.905.829.3636 e 2880 Plymouth Drive e Oakville, ON L6H 5R4 e Email: hflowcanada@hayward.com
Visit us at: haywardflowcontrol.com

PRESSURE (KPa)



